	Notice of intent to make a determination

Sunchild Gas Distribution Line – Public Comments Invited

June 16, 2020 – Indigenous Services Canada must determine whether the proposed Sunchild Gas Distribution Line located in 52.719688, -115.3375 is likely to cause significant adverse environmental effects. To help inform this determination, Indigenous Services Canada is inviting comments from the public respecting that determination.

Written comments must be submitted by July 20, 2020 to:

Stacey LeBlanc

630 CANADA PLACE, 9700 JASPER AVE

stacey.leblanc@canada.ca

The Proposed Project

Sunchild Utilities plans to construct a 6" diameter natural gas distribution pipeline from a well pad located in NW24-23-10W5 to the community distribution line located in NW12-23-10W5M.  A small building on an area 10m2 will be constructed beside the well pad to allow for dehydrating/processing of the gas prior to distribution.  The pipeline will be approximately 3.2 to 3.4 km.  The pipeline will cross a creek and surrounding wetland through directional drilling during winter months.  The pipeline will follow existing cutlines and road allowances where possible. 

	
Avis public

Ligne de distribution de gaz Sunchild – Période de consultation publique

16 juin 2020 – Services aux Autochtones Canada doit déterminer si le projet proposé Ligne de distribution de gaz Sunchild, situé à 52.719688, -115.3375 est susceptible d’entrainer des effets négatifs importants sur l’environnement. 

Les commentaires écrits peuvent être présentés d’ici le [deadline for receipt of comments (at least 30 days following date of posting)] à :

Stacey LeBlanc

630 CANADA PLACE, 9700 JASPER AVE

stacey.leblanc@canada.ca

Le projet

Sunchild Utilities prévoit de construire un pipeline de distribution de gaz naturel de 6 "de diamètre à partir d'une plate-forme de puits située dans NW24-23-10W5 jusqu'à la ligne de distribution communautaire située dans NW12-23-10W5M. Un petit bâtiment d'une superficie de 10 m2 sera construit à côté du puits pad pour permettre la déshydratation / traitement du gaz avant la distribution. Le pipeline sera d'environ 3,2 à 3,4 km. Le pipeline traversera un ruisseau et les terres humides environnantes par forage directionnel pendant les mois d'hiver. Le pipeline suivra les lignes de coupe existantes et les emprises routières où possible.



