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Quebec – February 25, 2025 – The Quebec Port Authority has determined that the Hangar 26 demolition project is not likely to cause significant adverse environmental effects.
This determination was based on the following factors :
· Community knowledge;
· Comments received from the public;
· Technically and economically feasible mitigation measures.
The mitigation measures considered for this determination are as follows:
Air Quality :
· Comply with regulatory requirements related to air quality protection during the work;
· Dump trucks transporting granular materials, which may contain fine particles or any other material likely to contain fine particles, must be equipped with sealed tarps;
· Limit truck speed on-site to 15 km/h to reduce airborne dust;
· In dry and windy conditions, spray water on temporarily exposed surfaces (bare soil, stockpiles, access roads, material piles, etc.) if they generate dust issues, or apply authorized dust suppressants (Bureau de normalisation du Québec);
· Reduce the drop height of materials during loading or unloading of trucks to control dust emissions to less than 2 meters from the emission point;
· Clean asphalt access roads as needed to remove materials that could generate dust;
· Turn off machinery or equipment engines when not in use to limit air emissions;
· Promptly repair equipment and machinery producing excessive visible exhaust emissions;
· Maintain the anti-pollution system of equipment and vehicles in good condition.
Noise Climate :
· Adhere to the established work schedule: between 7 AM and 5 PM, Monday to Friday, or according to municipal regulations. Work is prohibited on weekends and public holidays. If necessary, the Quebec Port Authority must be contacted at least 24 hours in advance to obtain specific authorization for work outside permitted hours (e.g., to complete concrete pouring, if required);
· Noise levels during the aforementioned work hours must comply with the guidelines set by the MELCCFP regarding noise levels from a construction site, i.e., 55 dB or the initial noise level if it is higher;
· Use well-maintained equipment and vehicles equipped with functional mufflers or noise-reducing devices;
· Keep enclosure doors closed for equipment that has them (e.g., compressors, generators);
· Prefer equipment that generates low noise/vibration levels (e.g., hydraulic equipment);
· Minimize engine RPM and avoid using "Jacob" engine brakes on-site and nearby;
· Ensure the good condition of roads used within the worksite to limit impact noise;
· Adjust operations and handling, when possible, to reduce impact noise, such as minimizing the drop height of materials when loading trucks or slowing down the opening and closing speed of dump truck tailgates to reduce banging sounds;
· When possible, place the noisiest construction equipment away from buildings on-site and avoid directing noise sources towards residences;
· Avoid running gasoline engines when machinery or equipment is not in use for work;
· Develop a traffic plan to limit reversing movements of concrete mixers or use white noise alarms. Implementing this plan will also ensure worker safety on-site;


· Soil Quality :
· Limit excavation, grading, backfilling, and leveling to the pre-defined area;
· Clearly identify soil storage areas and restrict soil storage to these designated areas if required;
· Characterize excavated soils if their visual or olfactory indicators do not match expected characteristics;
· Manage excavated soils based on analysis results, in accordance with the Canadian Environmental Quality Guidelines of the Canadian Council of Ministers of the Environment (CCME) or the MELCCFP's Excavated Soil Management Grid (Beaulieu, 2021);
· If temporary piling of contaminated soils is unavoidable, take precautions to prevent contamination of underlying and adjacent soils;
· Reuse excavated soils that remain compliant with site use to minimize disposal volumes;
· Manage excavated contaminated soils in compliance with applicable regulations. Excavated soils must be handled with care and segregated based on contamination levels;
· If required, transport non-reusable excavated materials off-site to a location compliant with applicable regulations.

As a result, authorities are convinced that the project is not likely to cause adverse environmental effects.
Thus, authorities may carry out the project, exercise any power or function, or provide financial assistance to allow the full or partial realization of the project.
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